
Waveguide Type Detector

MBX- 30 1C A
Microwave type which isn't a�ected by va -
por, disturbance light or smoke etc.
Th is  i s a micr owav e de te ctor.  I t co ns is ts  o f an a ntenna  a s de -
te cting pa rt a nd c ontrol uni t co mpos ed o f os ci llator,  w av e de te c-
tor and amplifier,  a nd the se  two c ompone nts are co upled toge th-
er  b y a wa ve  g uide .  S ince  the  a ntenna  i s fr ee fr om a ny e lectro n-
ic p art which ma y be  a �e cted b y he at, it c an b e us ed i n high tem-
pe ra ture  e nvironme nt w ithout  b eing c ool ed b y wa te r.
� Th is  d ev ice is  s uita ble fo r us ing und er b ad e nvironme nt b e-

ca us e micr owav e is n't affe cted b y va por,  d is turbance  l ight, 
sm ok e etc.

� Th is  d ev ice is  r eflective type .  I t is  p ossi ble to d etec t sm all p ipe,
too.

� Th is  d ev ice provides  m onitor o utput that i s monitoring o sc illa-
tion o f micr owav e.

�  Speci�cations

�  Connection

Model

Ambient temperature

Power source

Connection

Case
Weight

Power consumption

Response time
Control output

Type

54321 6 7 8 9 10 11

20 0 to 00 220V AC

10 0 to  to 00 110V0V AC
C ontrol output

(1 C  relay )

Power source

N. C. CO M. N. O.

Alarm output
(Trouble 

monitoring 
output)

N. C. CO M. N. O.

C ontrol output
(P hoto-coupler)

C ontrol unit

Waveguide

Antenna

Microwave type
Control unit: MBX-301CA
Antenna: MAR-201(without air purge), MAR-251(with air purge )
Waveguide: MWG-20(Semi-seamless ・2ｍ long), MWG-25(Seamless ・2ｍ long )
MFG-20(Flexible ・0.5m long )
Joint: MSJ-20(Socket), MBJ-20(Elbow), MCJ-20(Elbow with 45 °)

Indicators

Detecting distance

Microwave
Hysteresis

Allowable waveguide length

Detectable objects

Air blowing of waveguide

Alarm output ＊1 1C relay(250VAC 3A, 30VDC 5A, cos φ =1)
1C relay(250VAC 3A, 30VDC 5A, cos φ =1), Photo-coupler(75V 100mA)

100 to 110VAC/200 to 220VAC( ± 10% 50/60Hz)

Power lamp, operation lamp, alarm lamp, 5-step reception level lamp ＊2

M4 screw terminal, hub body with gland(Hole dia. φ 18)
Control unit: -10 to +60 � , Antenna/waveguide: -20 to +600 �
Antenna: Bronze casting, Control unit: Aluminum die-casting
Control unit: Approx. 10kg, antenna: Approx. 11k g

4.5VA or less
Approx. 300mm from antenna surface

10.525GHz ± 15MHz
1mm to 30mm(Adjustable)

Contact output: 10ms, photo-coupler output: 3ms

25m or less(Total of transmission and reception)

Steel plate with re�ection surface, 50 x 50mm

Air quality: Industrial clean air, Air amount: 20 lit/min., Air pressure: 980kPa(In case of MAR-251 )

＊1.  W hen oscillation of microwave is stopped by power failure or  circuit trouble, this output is e circuit trouble, th circuit trouble, th xecuted.
＊2.  R eception level is indicated with 5 steps.

� Control output

When non-detecting
When detecting

4－5
CL OS E
OP EN

CL OS E

5－6
OP EN

CL OS E
OP EN

7－8

ON
OF F

Terminal No .
Power-o� state
Power -
on stat e

� Alarm ouput(Trouble monitoring output )

When normal
When troubled

9－10
CL OS E
OP EN

CL OS E

10－1 1
OP EN

CL OS E
OP EN

Terminal No .
Power-o� state
Power -
on stat e
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■ External dimensions
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■ Characteristic data(Typical example)
Detecting characteristic

-Lo ←Detecting position(cm) → +Lo

Detecting 
height(cm)

Steel plate

Steel plate

Moving  
direction

Moving direction

Detecting height

+Lo-Lo

Antenna

Antenna

Sen.scale「3」 

Sen.scale「4」 

Sen.scale「5」 

Sen.scale「2」 

Sen.scale「1」 

● Antenna: MAR-201 
    Antenna interval　250mm 
    Antenna angle　65° 
● Waveguide length: 16m 
● Amplifier hysteresis: scale「5」 

Antenna(MAR-201/MAR-251) Control unit

Note) Only MAR-251

Cable inlet 
Hub body with gland 
(diameterφ17)

Waveguide inlet for 
reception

Waveguide inlet for 
transmission

Air nozzle 
（Outerφ11 
Innerφ6） 

Radome

Monitor lamp

Output lamp

Power lamp

Horn antenna

Air nozzle note)
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